










The X MKII series speaker cabinet also provides the suspension points for installation. 
(M10 x 1.5PH LENGTH: 30mm)
For further details, please refer to the right illustration.

The floor use is as a function of a monitor when the angle is 45˚
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X 8A / 10A MKII X 12A / 15A MKII

  1). Bi-Polar Main Power Switch.
  2). AC Power Socket with Main Fuse.
  3). Line/Mic Input ON Combo Connector.
  4). Input Selector: Set this switch to the Line position when using a line-level audio source 
       connected to the Input. Set this switch to the Mic position when using a microphone 
       connected to the Input. 
  5). CH1 Volume Control.
  6). Bluetooth Volume Control.
  7). BT TWS Connection button; (Double Clicks for TWS Connection).
  8). BT Pair Connection button; (One Click it to Pair Music Source).
  9). Contour: Engage (depress) this button toemphasize low and high frequencies by +3dB. 
       Disengage (raise) the switch for a flatter response for live performance or formaximum output.
10). Signal/Limit, Red Led, indicate on Status.
11). Power, Green Led, indicate on Status.
12). Mix Out: Use a standard XLR cable (not included) to connect this output to the input of 
       another loudspeaker (i.e., another X MKII loudspeaker).
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Both connectors, 1/4” XLR or TRS, can be wired in balanced or unbalanced way, depending on the work 
necessity. The following ones are examples of how these connectors can be wired:

For Active Speaker Cabinets
As to these circumstances, audio connections is mostly intended for the signal flow, so, determine the wire 
configuration according to your real application system and its connecting facility. Normally, you have the 
following choices:
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Model X 8A MKII

2-way active ported loudspeaker

Claass D SMPS(Bi-AMP, LF 120W/RMS+HF 30W/RMS), 600W Peak
Low: 120W / High: 30W
Low: 240W / High: 60W
Low-Frequency: 8.0” (203 mm) driver
High-Frequency: 1.0” (25 mm) titanium-diaphragm compression driver,

2.5 kHz 
114 dB (peak), 86dB (continuous) (dB-SPL @ 1 m) 
75 Hz – 20 kHz (-3 dB) 
68Hz – 20 kHz (-10 dB) 
90° horizontal x 60° vertical (nominal) 
Contour switch with low- and high-frequency +3 dB boost 
(1) XLR balanced  input (Line/Mic )
(1) XLR mix output (Link) 
(1) IEC power cable input 
Stereo L/R-VOL-Pair-Link Switch 
Volume Control knob, Power switch, Contour switch, Line/Mic  toggle switch
Power ON with Green LED, Clip Limiter with Red LED, (2)Bluetooth Pair/Link Led

Connection: IEC 
Voltage: 110-120 V~, 220-240 V~, 50/60 Hz, switchable 
Fuse: 100-120V T3.15AL AC250V, or 220-240V T1.6AL AC250V 
Consumption: 180W 

Thermal, Overload Analog limiter, Compressor
injection-molded polypropylene, multi-angle for main or monitor applications,
metal grille, rubber feet, 1 handle on top

Standard 36 mm pole socket, wedge monitor
422*272*252mm (16.6"*10.7"*9.7")

13.1 lb. 
5.96 kg 

System Type

Power System
Continuous Power
Program Power

Drivers 

Crossover Frequency 
Maximum SPL 
Frequency Response 
Frequency Range  
Horn Coverage 
Equalization 
Connectors 

Bluetooth Stereo
Controls 
Indicators 

Power 

Protection 

Enclosure 

Mounting/Installation 
Dimensions (H*W*D)

Weight 



Model X 10A MKII
2-way active ported loudspeaker

Claass D SMPS(Bi-AMP, LF 120W/RMS+HF 30W/RMS), 600W Peak
Low: 120W / High: 30W
Low: 240W / High: 60W
Low-Frequency: 10.0” (254 mm) driver
High-Frequency: 1.0” (25 mm) titanium-diaphragm compression driver, 

2.5 kHz 
117 dB (peak), 89dB (continuous) (dB-SPL @ 1 m) 
72 Hz – 20 kHz (-3 dB) 
65 Hz – 20 kHz (-10 dB) 
90° horizontal x 60° vertical (nominal) 
Contour switch with low- and high-frequency +3 dB boost 
(1) XLR balanced  input (Line/Mic )
(1) XLR mix output (Link) 
(1) IEC power cable input 
Stereo L/R-VOL-Pair-Link Switch 
Volume Control knob, Power switch, Contour switch, Line/Mic  toggle switch
Power ON with Green LED, Clip Limiter with Red LED, (2)Bluetooth Pair/Link Led

Connection: IEC 
Voltage: 110-120 V~, 220-240 V~, 50/60 Hz, switchable 
Fuse: 100-120V T3.15AL AC250V, or 220-240V T1.6AL AC250V 
Consumption: 180 W 

Thermal, Overload Analog limiter, Compressor
injection-molded polypropylene, multi-angle for main or monitor applications,
metal grille, rubber feet, 1 handle on top

Standard 36 mm pole socket, wedge monitor
462*287*277mm (18.2"*11.3"*10.9")

15.6 lb. 
7.08kg 

System Type

Power System
Continuous Power
Program Power

Drivers 

Crossover Frequency 
Maximum SPL 
Frequency Response 
Frequency Range  
Horn Coverage 
Equalization 
Connectors 

Bluetooth Stereo
Controls 
Indicators 

Power 

Protection 

Enclosure 

Mounting/Installation 
Dimensions (H*W*D)

Weight 
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Model X 12A MKII

2-way active ported loudspeaker

Claass D(Bi-AMP, LF 350W/RMS+HF 50W/RMS),1600W Peak
Low: 350W / High: 50W
Low: 700W / High: 100W
Low-Frequency: 12.0” (305 mm) driver
High-Frequency: 1.0” (25 mm) neodymium compression driver,     

2 kHz 
122dB (peak), 90 dB (continuous) (dB-SPL @ 1 m)  
65 Hz – 20 kHz (-3 dB) 
55 Hz – 20 kHz (-10 dB) 
90° horizontal x 60° vertical (nominal) 
Contour switch with low- and high-frequency +3 dB boost 
(1) XLR balanced  input (Line/Mic )
(1) XLR mix output (Link) 
(1) IEC power cable input 
Stereo L/R-VOL-Pair-Link Switch 
Volume Control knob, Power switch, Contour switch, Line/Mic  toggle switch
Power ON with Green LED, Clip Limiter with Red LED, (2)Bluetooth Pair/Link Led

Connection: IEC 
Voltage: 110-120 V~, 220-240 V~, 50/60 Hz, switchable 
Fuse: 100-120V T6.3AL AC250V, or 220-240V T3.15AL AC250V 
Consumption: 350 W 

Thermal, Overload Analog limiter, Compressor
injection-molded polypropylene, multi-angle for main or monitor applications, 
metal grille, rubber feet, 2 handle (both sides)

Standard 36 mm pole socket, wedge monitor
602*381*348mm (23.7"*15"*13.7")

30.31 lb. 
13.75 kg 

System Type

Power System
Continuous Power
Program Power

Drivers 

Crossover Frequency 
Maximum SPL 
Frequency Response 
Frequency Range  
Horn Coverage 
Equalization 
Connectors 

Bluetooth Stereo
Controls 
Indicators 

Power 

Protection 

Enclosure 

Mounting/Installation 
Dimensions (H*W*D)

Weight 
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Model X 15A MKII

2-way active ported loudspeaker

Claass D(Bi-AMP, LF 350W/RMS+HF 50W/RMS),1600W Peak
Low: 350W / High: 50W
Low: 700W / High: 100W
Low-Frequency: 15.0” (381 mm) driver
High-Frequency: 1.0” (25 mm) neodymium compression driver,       

2.2 kHz 
125dB (peak), 93 dB (continuous) (dB-SPL @ 1 m)  
60 Hz – 20 kHz (-3 dB) 
55 Hz – 20 kHz (-10 dB) 
90° horizontal x 60° vertical (nominal) 
Contour switch with low- and high-frequency +3 dB boost 
(1) XLR balanced  input (Line/Mic )
(1) XLR mix output (Link) 
(1) IEC power cable input 
Stereo L/R-VOL-Pair-Link Switch 
Volume Control knob, Power switch, Contour switch, Line/Mic  toggle switch
Power ON with Green LED, Clip Limiter with Red LED, (2)Bluetooth Pair/Link Led

Connection: IEC 
Voltage: 110-120 V~, 220-240 V~, 50/60 Hz, switchable 
Fuse: 100-120V T6.3AL AC250V, or 220-240V T3.15AL AC250V 
Consumption: 350 W 

Thermal, Overload Analog limiter, Compressor
injection-molded polypropylene, multi-angle for main or monitor applications, 
metal grille, rubber feet, 2 handle (both sides)

Standard 36 mm pole socket, wedge monitor
627*386*371mm (24.7"*15.2"*14.6")

31.53 lb. 
14.3 kg 

System Type

Power System
Continuous Power
Program Power

Drivers 

Crossover Frequency 
Maximum SPL 
Frequency Response 
Frequency Range  
Horn Coverage 
Equalization 
Connectors 

Bluetooth Stereo
Controls 
Indicators 

Power 

Protection 

Enclosure 

Mounting/Installation 
Dimensions (H*W*D)

Weight 
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供應商：制六課

裝訂方式：打釘

297 mm

210 mm

420 mm

公差:± 3mm單位: mm

核  准 審  核 校  稿 製  稿

研發部

馮 斌

20231226

客        戶

料        號

品        名

規        格

機種成品料號

重量 / 基數

材        質

紙張展開性質 其它: 紙張展開數量 8 pcs

TOPP PRO

NF05943

說明書-英西文

X MKII TOPP PRO_V1.1

X 8A MKII

0.08KG / 1

NH00149 1：2

A3 A4 A5

陽片數量: 16 張

修改紀錄 版本 更改者 日 期

增加西文 1.1 馮斌 20231226 QHFBE004-20231200013


